rivet connections, spacing per -
manufacturer's specifications.

panel thickness varies

aluminum material transition - end piece

01 'I' PIECE - MID PANEL

waterproofing over sheathing per manufacturer's
specifications.
structural wall per building type.

GRK panhead self tapping coated screws
into blocking or studs. verify spacing
and number with installer.

SCALE : 1'-0" = 1'-0" PATENTED

rivet connections, spacing per -
manufacturer's specifications.
panel thickness varies

SL-E / PLAN VIEW

aluminum inside corner —

waterproofing over sheathing per -

manufacturer's specifications.

GRK panhead self tapping coated screws
into blocking or studs. verify spacing
and number with installer.

7

structural wall per building type.

05 'INSIDE CORNER'

panel thickness varies \

rivet connections spacing per -
| manufacturer's specifications.

aluminum hat channel -
in reverse position. -

waterproofing over sheathing
per manufacturer's specifications. s

GRK panhead self tapping coated screws
into blocking or studs. verify spacing and number

SCALE : 1'-0" = I'-0" PATENTED

SL-E / PLAN VIEW

with installer.
structural wall per building type

'HAT CHANNEL'
02 "HAT CHANNEL

SCALE : 1'-0" = 1'-0" PATENTED SL-E / PLAN VIEW
panel thickness varies
weep hole
adjustable vented window & door trim
dow 795 color matched silicone

rivet connections, spacing per -
4/ manufacturer's specifications.

il waterproofing over sheathing per -
manufacturer's specifications.

GRK panhead self tapping coated screws
into blocking or studs. verify spacing
and number with installer.

structural wall per building type.

window applications vary

06 "'WINDOW & DOOR TRIM'

SCALE : 1'-0" = 1'-0" - PATENTED

SL-E / PLAN VIEW

aluminum snap-in filler piece (optional)

ﬁ rivet connections spacing per -

hat channel with optional
snap-in filler piece. \

waterproofing over sheathing —X
per manufacturer's specificatih‘

manufacturer's specifications.
——panel thickness varies
S

structural wall per building type\ ?‘

— .
GRK panhead self tapping coated screws

into blocking or studs. verify spacing and number

with installer.
Diagram with #1 & #3
ﬁreveal
i g T ? B A
Diagram with only #2
03 'HAT CHANNEL FILLER'
SCALE : 1'-0" = 1'-0" PATENTED SL-E / PLAN VIEW

rivet connections spacing per -
manufacturer's specifications.
ﬁpanel thickness varies

hat channel with optional -

snap-in filler piece.

waterproofing over sheathing
/ per manufacturer's specifications.

1
-3
i

structural wall per building type\

— GRK panhead self tapping coated screws

into blocking or studs. verify spacing and number
with installer.

07 '2" HAT CHANNEL'

SCALE : 1'-0" = I'-0"  PATENTED

SL-E / PLAN VIEW

panel thickness varies

MOTO EXTRUSIONS

rivet connections, spacing per -
manufacturer's specifications.

aluminum outside corner

Lwaterproofing over sheathing per -

manufacturer's specifications.

structural wall per building type.

04 'OUTSIDE CORNER'

“W‘I‘;@ y

411 capitola avenue
capitola + california

1.855.532.MOTO (6686)
www.motoextrusions.com
moto@motoextrusions.com

— GRK panhead self tapping coated screws
into blocking or studs. verify spacing and number
with installer.

SCALE : 1'-0" = 1'-0" PATENTED

SL-E / PLAN VIEW

MOTO EXTRUSIONS INC.

411 CAPITOLA AVENUE . CAPITOLA . CALIFORNIA 95010

Single Layer Exposed Fastener

MOTO 'SL-E' Library



